
Rubber – Concrete Railcrossing  
«SWISSCROSS RUBE» 

Gauge: 1000 – 1435 – 1524 mm 



Models: 

Gauge 1000 

Gauge 1435 

Gauge 1524  
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Lateral Elements in Rubber
  

Lateral Elements in Rubber-Concrete 
  



Swiss applications: 
 

RUBE 1000: sleeper M2, binary SBB 4-6 
RUBE 1435: sleeper B91, binary SBB 4-6 
 

French applications: 
 

RUBE 1435: sleeper SP 376, binary UIC50/UIC60 
RUBE 1435: sleeper MP240, binary UIC50/UIC60 
 

Italy applications: 
 

RUBE 1435: sleeper RFI-230P, binary UNI50/UNI60 
 
Other applications are possible! 
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Advantages: 
 

• Best vibration damping and noise reduction 
• More Load resistance and less deformation 
• Quick and rational assembling and disassembling 
• Better resistance and durability: Work on three rigid support 

points 
• Best behavior with frosting and rain 
• High stability 
• Ensure electrical isolation between the two rails 
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Characteristics: 
• Level crossing for road speed of 90 km/h 
 

• Recommended for frequent passages of heavy vehicles (700 
passages/day) 
 

• Supported weight: 7.5 Ton pro wheels 
  
• Weight: 1100 kg/mL 

 

• Garantie: 5 years (provided that it complies with the preventive maintenance and replaced wear parts) 
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• RUBE-elements in concrete: 
- Concrete C60/75 
- Special reinforcement to support heavy loads 
- Good resistance to frost and salt 
- predisposed lifting holes 

 
 

•   Rube-elements in rubber: 
- SBR 80 shA without recycled material 
- CPS 30% (DIN 5317) 
- Good wear resistance , ozone and UV 
- non-conductive: > 10^8 Ohm 

 
 

• Border in concrete: 
- Concrete C50/65 
- predisposed lifting holes 
- Good resistance to frost and salt 

 
 

• metal accessories :  
- Treated with protective paints adapted to railway conditions 
- Or treated with double zinc 

 

Material specifications: 
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 Central support for sleeper: 
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Lateral support for sleeper: 
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Side concrete border 
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Protection plate 
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Side Fixations 
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CONTATTO: REX Articoli Tecnici SA 
   
  Via Catenazzi 1 
  6850 Mendrisio 
 
  www.rex.ch, sales@rex.ch 
  phone 0041 91 640 50 50 
  fax.  0041 91 640 50 55 
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